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TPU Cleats/Flights
Type Material Colours Dimensions Min. pulley Ø Hardness Options Weight Packaging unit

W
hite

Blue

Green

Black

Transparent

(mm) (mm) (ShA) Curved Chevron Comparts (g/m) Length Units

B H Integrated Tangent (m) (m)

T20 TPU • • • 8 20 50 92 √ √ 90 3 198

T30 TPU • • • 9 30 50 92 √ √ 150 3 198

T40 TPU • • • 9 40 50 92 √ √ 200 3 99

T50 TPU • • • 9 50 50 92 √ √ 300 3 99

T60 TPU • • • 11 60 50 92 √ √ 350 3 99

TI30 TPU • • • 9 30 50 85 √ 175 3 96

TI40 TPU • • • 9 40 50 85 √ 220 3 63

TI50 TPU • • • 11 50 50 92 √ 310 3 99

TI60 TPU • • • 11 60 50 92 √ 400 3 99

TI80 TPU • • 13 80 80 92 √ 495 3 99

TI100 TPU • • 13 100 80 92 √ 690 3 99

SP20-6 TPU • • • 6 20 80 85 √ 145 3 33

SP30-6 TPU • • • 6 30 80 85 √ 215 3 33

SP40-6 TPU • • • 6 40 80 85 √ 290 3 33

SP50-6 TPU • • • 6 50 80 85 √ 360 3 99

SP60-6 TPU • • • 6 60 80 85 √ 430 3 99

SP80-6 TPU • • • 6 80 80 85 √ 570 3 54

SP100-6 TPU • • 6 100 80 85 √ 740 3 54

SP150-6 TPU • • 6 150 80 85 √ 1200 -

SP20-10 TPU • • 10 20 120 85 √ 240 3 27

SP30-10 TPU • • 10 30 120 85 √ 360 3 27

SP40-10 TPU • • 10 40 120 85 √ 480 3 27

SP50-10 TPU • • 10 50 120 85 √ 600 3 27

SP60-10 TPU • • 10 60 120 85 √ 720 3 27

SP80-10 TPU • • 10 80 120 85 √ 960 3 54

SP100-10 TPU • • 10 100 120 85 √ 1210 3 54

SP150-10 TPU • • 10 150 120 85 √ 1820 - -

RH30 TPU • • 32 30 100 76 √ √ 380 3 99

RH40 TPU • • 32 40 100 76 √ √ 450 3 99

RH50 TPU • • • 32 50 110 76 √ √ 700 3 99

RH60 TPU • • 32 60 120 76 √ √ 950 3 99

RH80 TPU • • 31 80 140 76 √ √ 1000 3 66

RH100 TPU • 30 100 160 76 √ 1500 3 66

R8/8 TPU • • 8 8 50 70 √ 80 - 200

R10/10 TPU • • • 10 10 60 70 √ 125 - 200

R12/12 TPU • • • 12 12 80 70 √ 180 - 125

R40/6 TPU • 40 6 110 85 290 - 200

R30/8 TPU • 30 8 150 85 290 - 100

TR6/4 TPU • • 6 4 40 70 √ 30 - 250

TR8/5 TPU • • • 8 5 50 70 √ 34 - 250

TR10/6 TPU • • • 10 6 50 70 √ 60 - 250

TR13/8 TPU • • • • • 13 8 80 70 √ 93 - 250

TR17/11 TPU • • • • 17 11 120 70 √ 174 - 125

TR22/14 TPU • 22 14 150 62 √ 265 - 75

H

B

We also offer PU fingers (see page 26) and reinforced cleats (see page 28).
Other heights are available on request
The SP-6 are also available with a rice grain structure (HR).

HR also
available
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PVC Cleats/Flights
Type Material Colours Dimensions Min. pulley Ø Hardness Options Weight Packaging unit

W
hite

Blue

Green

Apple-green
(mm) (mm) (ShA) Curved Chevron Comparts (g/m) Length Units

B H Integrated Tangent (m) (m)

T20 PVC • • • 20 20 60 60 √ 180 3 306

T30 PVC • • • 24 30 80 60 √ 350 3 225

T40 PVC • • • 24 40 80 60 √ 430 3 156

T50 PVC • • • 28 50 100 60 √ 630 3 156

T60 PVC • • • 28 60 100 60 √ 790 3 81

T75 PVC • • • 32 75 120 60 √ 1080 2 96

T100 PVC • • • 32 100 120 67 √ 1500 3 66

RH30 PVC • • 32 30 90 67 √ √ 380 3 99

RH40 PVC • • 32 40 90 67 √ √ 450 3 99

RH50 PVC • • • 32 50 100 67 √ √ 700 3 99

RH60 PVC • • • 30 60 110 67 √ √ 950 3 99

RH80 PVC • • • 31 80 120 67 √ √ 1000 3 66

RH100 PVC • • 29 100 140 67 √ 1400 3 66

TB60PVC-X PVC • 28 60 100 63 √ 740 2 -

R8/8 PVC • • 8 8 50 60 √ 80 - 200

R10/10 PVC • • • 10 10 60 60 √ 125 - 200

R12/12 PVC • • 12 12 80 60 √ 180 - 125

R15/20 PVC • 15 20 140 63 √ 380 - 50

R40/6 PVC • 40 6 90 60 290 - 50

TR8/5 PVC • • • 8 5 40 60 √ 33 1 250

TR10/6 PVC • • • 10 6 50 60 √ 57 1 250

TR13/8 PVC • • • 13 8 70 60 √ 88 1 125

TR17/11 PVC • • • 17 11 100 60 √ 164 1 125

TR17/15 PVC • • 17 15 100 60 √ 230 1 200

TR22/14 PVC • • 22 14 140 60 √ 265 1 75

TR45/17 PVC • 45 17 200 60 690 1 100

H

B

TPU Cleats/Flights - Metal Detectable (MDX)
Type Material Colours Dimensions Min. pulley Ø Hardness Options Weight Packaging unit

W
hite

Blue

Green

Black

Transparent

(mm) (mm) (ShA) Curved Chevron Comparts (g/m) Length Units

B H Integrated Tangent (m) (m)

T20PUR-MDX TPU • 8 20 50 85 √ √ 3 198

T30PUR-MDX TPU • 9 30 50 85 √ √ 3 198

T40PUR-MDX TPU • 9 40 50 85 √ √ 3 99

T50PUR-MDX TPU • 9 50 50 85 √ √ 3 99

T60PUR-MDX TPU • 11 60 50 85 √ √ 3 99

TR6/4-PUR-MDX TPU • 6 4 40 85 √ 250

TR8/5-PUR-MDX TPU • 8 5 50 85 √ 250

TR10/6-PUR-MDX TPU • 10 6 50 85 √ 250

TR13/8-PUR-MDX TPU • 13 8 80 85 √ 125

H

B

We also offer reinforced cleats (see page 28).
Other heights are available on request.
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Fabric-Reinforced Cleats/Flights
Specifically designed for conveying applications requiring high ridigity and excellent mechanical 
resistance, the fabric-reinforced cleats are suited for conveying heavy loads and resisting significant 
stress, both in horizontal and vertical conveying applications.  

Thanks to their reinforced design, our TM (straight) and TMI (cranked) cleats ensure reliability, 
durability and performance, even under the most demanding operating conditions. 

 
• Very high rigidity, no deformation, ideal for transporting heavy loads  
• Excellent resistance to tearing and shear forces 
• Optimised foot width ensuring reliable and durable high-frequency 
welding 
• A Rice Grain [HR] surface structure is available on request, helping 
product release & preventing suction effects 
 
Available in PU or PVC, straight or cranked, these cleats meet the 
specific requirements of many industrial sectors: agriculture, sorting 
centres, metal recycling, scrap metal, construction materials... 

Type Material Colours Dimensions Min. pulley Ø Weight Max. 
Length

W
hite

Blue

Green

Apple-green

Black

(mm) (mm) (g/m) (m)

B H (m)

TM30 TPU • • • 55 30 120 320 3

TM40 TPU • • • 55 40 120 415 3

TM50 TPU • • • 55 50 120 500 3

TM60 TPU • • • 55 60 120 600 3

TM80 TPU • • • 55 80 120 800 3

TM100 TPU • • • 55 100 120 1000 3

TMI50 TPU • • • 55 50 120 500 2,2

TMI60 TPU • • • 55 60 120 600 2,2

TMI80 TPU • • • 55 80 120 800 2,2

TMI100 TPU • • • 55 100 120 1000 2,2

TM30 PVC • • • • 55 30 80 400 2

TM40 PVC • • • • 55 40 80 520 2

TM50 PVC • • • • 55 50 80 650 2

TM60 PVC • • • • 55 60 80 800 2

TM75 PVC • • • • 55 75 80 975 2

TM100 PVC • • • • 55 100 80 1170 2

TMI50 PVC • • • • 55 50 80 650 1,2

TMI60 PVC • • • • 55 60 80 800 1,2

TMI75 PVC • • • • 55 75 80 975 1,2

TMI100 PVC • • • • 55 100 80 1170 1,2

H

B

All heights in multiples of 5 mm are possible (for TM between 30 mm and 100 mm, for TMI between 50 mm and 100 
mm).

Manufactured with a central polyester reinforcement (4 or 6 plies), their mechanical properties are superior:

HR also
available

HR also
available
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